Owner’s Manual & Safety Instructions

Save This Manual Keep this manual for the safety warnings and precautions,assembly, operating, inspec
tion, maintenance and cleaning procedures. Write the product’s serial number in the back of the manual
near the assembly diagram (or month and year of purchase if product has no number). Keep this manual and
the receipt in a safe and dry place for future reference. When unpacking, make sure that the product is intact
and undamaged.
If at any time you are unclear about this product, or require further assistance, please do not hesitate to
contact our trained professionals operating the customer support.
Email:sales2@ledwaylighting.com

When unpacking, make sure that the product is intact and undamaged. If any parts are missing or broken, please
contact sales2@ledwaylighting.com as soon as possible.

Read this material before using this product.
Failure to do so can result in serious injury.
SAVE THIS MANUAL.
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150cm/60in

Specification
Model

LW-FW01

Size

Ø38*150cm

power

18W

Working voltage

DC 12V

LED type

2835+5050 RGB

LED qty

5050(90PCS)+2835(90PCS)

Color

RGB+W

Shell Material

Aluminum alloy+ABS+PC-Iron

Storage temperature -20℃~+45℃
Working temperature -20℃~+40℃

LW-FW01

DIMMABLE

+W

Brightness

DC 12V

Dimmable

Music

RGB+W
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Remote

Eye-Protection

Easy to install

Accessories
Base Tube
No.1-1

Connect Tube
No.1-2

Top Tube
No.1-3

Base Stand

Strip Light

Non-slip Mat* 2
(1 Spare)

Acrylic
Board*3

Connector*2
(1 Spare)

Top Cover

Adapter

Screwdriver

Screw*6
(2 Spare)

Tube Screw*6
(2 Spare )

Remote Control
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Install Instructions

Step1: Use a screwdriver and
4 screws to install the base stand.
Install lamps tube in order of
number: 1-1, 1-2, 1-3.
Then ﬁx the tube with 4 tube screws.

1-3

Step2: Pull out the power
interface of the light strip
from the base and wrap it up.
Tear oﬀ the 3M tape of the
light strip and stick the
light strip on the lamp tube.
Finally, stick the non-slip
mat on the base.

Step3: Install the acrylic board
and top cover. Place a connector
in the middle of each acrylic board.
Complete the installation and can
be powered on.

end-cap

1-2
1

2

Take off
the 3M
tape

1-1

3
Non-slip Mat* 2

Warning: Please avoid injury due to hardware installation
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Control Instruction
1.Lighting Mode
Turn on/oﬀ

Brightness Adjust

2.RGB Static Mode
RGB Turn on/oﬀ

Brightness/Speed Adjust

RGB Static Light Mode
Partial lighting Mode

Brightness Adjust

3.RGB Dynamic Mode

RGB Static Light Mode

RGB Turn on/oﬀ

4.Music Mode
Music Mode

Lighting Mode Turn on/oﬀ

RGB Dynamic light Mode

RGB Music Mode

RGB Dynamic light mode

Speed Adjust

RGB Mode Turn on/oﬀ

Notice:
1.Remote control distance 4m/13ft.
2.IC Set button only use for RGB static light mode;
3.RGB function buttons cannot be used in lighting mode,
you need to switch to RGB mode ﬁrst.
4.If there is any lighting problem, please cut oﬀ the power
and restart.
If any questions, please contact sales2@ledwaylighting.com as soon as possible.
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Light up your life with Ecoluminal
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Warnings
1. Avoid installing above heat-sourced objects, areas with
significant changes in sunlight, airflow, and temperature.
2. Do not look directly at LED lights with your eyes for long
periods of time, as this may cause eye discomfort or damage to
your eyes.
3. Avoid exposing appliance to outdoors and directly raining, and
do not immerse appliance in water, as this may be short-circuited
or damaged.
4. Do not use sharp objects or brown contaminants to collide.
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CUSTOMER SERVICE
NOW,Questions, problems, missing parts? Before returning
to the store, Please Contact Customer Service.
For Any questions, please contact:
1.Email: sales2@ledwaylighting.com
2.Enter our website:www.ledwaylighting.com
3.Online: Scan the QR code for online support

